
TECHNICAL SPECIFICATIONS
OPTICAL SPECIFICATIONS

LED based For Tests performed at 7 wavebands from 

340nm to 670nm.

0.0001 to 3.500 Abs

32µl Quartz Flow cell with 10mm Path Length

Minimum of 350 µl (0.350ml).

Kinetic, Fixed Time, End Point, Multi-Standard Calibration, 

Monochromatic & Bi-Chromatic

100 User dened Programs, 1000 Storage Data Results 
Memory

Spill-Proof Membrane Keyboard

57mm paper Easy Load with Quick Action Hatch.

Serial Port (RS - 232) Output Direct connectivity to External 

Printer and Computer.

Automatic self testing of entire optical system for all 

wavelengths in congure.

RT & 37°C Temperatures with +/-0.5°C. Precision

Digitally Controlled Solid State Sensor and Heater

AC Mains: 180 V to 240 V AC, 50 Hz

DC: 10 V to 18 V DC 1A, (12V Battery Backup runs for 

Continuously)

Room Temperature: 10°C to 35°C. Protect from Direct Sunlight.

L: 320mm x W: 270mm x H: 125mm Appx.

1.5kg Appx & 4.5Kg Approx along with Packaging
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THERMOSTAT SYSTEM
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INPUT/OUTPUT INTERFACE

POWER, BATTERY BACK-UP & DIMENSIONS
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